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Velos 2022.1 
First release of Velos 2022.1. This version is suitable for use in ProSense and PorkSense. An installation needs to 
run on version 2021.1 or higher to be able to update to this version. If an installation has a lower version be sure 
to first update to version 2021.1 or 2021.2. 
 
For more information about this version please refer to: 
https://www.nedap-livestockmanagement.com/service-support/velos-software-releases/pig-farming-nedap-
velos-2022-1/ 
 
ProSense 

§ The report “Download CSV data” has been renamed to “Download location CSV data”. 

 
This report has been renamed because also a new CSV report has been added, see below. First, here’s a 
little recap on this CSV report: 
For this report you can select a range of locations plus a date range. 

 
The output of this report contains all visits that were recorded on the specified locations in the specified 
time period, animal visits as well as group visits. In case an animal is moved in the selected time period to a 
location that is not among the selected locations, only the visits for that animal recorded on the selected 
location will be in the report. 

§ A report “Download animal CSV data” has been added. 

 
For this report you can select a range of locations. 

 
The output of this report contains all visits of the animals that are currently on the selected location. In case 
these animals have previously been on a location that is not in the selected range of location, the visits of 
these animals recorded on the previous location will also be in the report. This report does not contain 
group visits, only animal visits. 

§ Supply animals has been improved. 



 
If new animals are supplied on a location by pressing the ‘supply animals’ button, then first a CSV report is 
downloaded for this location. This report contains the same information as the “Download animal CSV data” 
report plus all group visits recorded on that location.  
After the report has been downloaded the following happens: 
- All visits of the animals that are currently on this location and the visits of these animals  recorded on 

other locations, are deleted from Velos. 
- All basic animal data of the animals that are currently on this location are deleted from Velos  
- All group visits recorded on this location are deleted from Velos. 
- All visits recorded on this location from animals that are not currently on this location anymore will NOT 

be deleted from Velos. That will happen if new animals are supplied on their new location. 
§ It is possible again to manually adjust the start weight of an animal from the Pig Performance Testing tab. 

 
Clicking on the weight opens a popup where the weight can be modified. 

 
§ A new Pig Performance Testing attention has been added to the dashboard: “Check PPT trough” 

 
Following the link brings you to a page that shows all PPTs that need a check of the trough. 

 
How this attention is calculated and why is it important to clean the trough in case of an attention: 
Every time the trough is almost empty the PPT will add some extra feed to the trough so there is always 
feed available for the animal, true ad lib feeding. This adding of extra feed is called a refill. If there is no 
animal present in the PPT then a refill will start if there is less than 500 grams of feed in the trough. If the 
trough becomes empty while an animal is eating then a refill will start if there is less than 200 grams of feed 
in the trough. The latter, less than 200 grams in the trough will happen most of the times as the trough will 
become empty while an animal is eating. If the trough becomes dirty e.g., when a lot of feed has caked to 
the trough, then the weight of the trough will not go to 0 grams anymore when all feed has been eaten from 
the trough. This is not really a problem. However, if the weight of the trough never drops below 200 grams 
that means that a refill will only occur after an animal leaves the PPT. There is no true ad lib feeding 
anymore and this will disturb the animals and may therefore influence the test. Therefore, this attention will 



be generated if there are 30 consecutive refills without an animal present in the PPT. That means there has 
been about 15kg of feed eaten without ever doing a refill while an animal is eating in the PPT. 
The attention can be removed at any time in the user interface. The counter will be reset and if it counts to 
30 again the attention will reappear. The counter is also reset if a refill is done after the trough weight was 
below 200 grams. 

§ Start weight was calculated in a slightly different way for the Weighing tab charts than on other places like 
the Pig Performance Testing tab and the reports. Calculations on the weighing tab now match the other 
calculations. 

§ Weighing tab now shows “Completed days in test” on the x-axis of the charts. 
§ Maximum number of characters for the life number of an animal has been increased to 20. 
 
PorkSense 

§ PorkTuner location information was no longer available in API connections. Fixed this issue. 
§ Fixed an issue that could cause the PorkTuner to hang when performing an automatic tare action. 
§ Fixed an issue that could cause the PorkTuner to hang when reading the state of the sensor inputs. 
§ Fixed an issue where location information was no longer synchronized correctly with Nedap-BI. 
 
General 

§ Added VP1001 firmware version 3.00.21 
- Fixed an issue that would cause HDX reading to be disabled after some time has passed. 
- General stability improvements. 

§ Added VP1007 firmware version 3.00.15 
- Fixed an issue that could cause the firmware update to fail 
- Fixed an issue in VP1007-B where it appeared that HDX reading could be enabled while not activated in 

the license. 
- Fixed an issue that would cause autotune to fail when a tag is present in the antenna field. 
- Fixed an issue that would cause HDX reading to be disabled after some time has passed. 
- General stability improvements. 

§ Added VP4102 firmware version 3.06.19 
- General stability improvements 

§ Improved the search input field on the top right of the page and the scan input field on the handheld page 
for HID type handhelds. Some handhelds do not send a “return” character correctly after sending the 
number to the input field. The search field and the scan field will now automatically continue after 15 
characters have been entered in the field. 

§ Improved the VPU connection checker page. 
- Show a description what will be repaired in case there is a problem. 
- Show the repair button only in case there is a problem. 
- Only show units with problems. 

§ Improved naming of handheld devices throughout the Velos user interface. V-Scan, ID-Note, Agrident and 
Handheld were used quite randomly.  Where functionality is specific for V-Scan, ID-Note or Agrident, it is 
now specifically named that way. General handheld functionality, that can be used by multiple types of 
handhelds is now called “Handheld”. 

§ Users that do not have sufficient rights to downgrade V-Pack firmware will see a message “You are not 
allowed to downgrade V-Packs” if they try to downgrade V-Pack firmware to an older version  

§ The name of locations that do not have a name set is now displayed on the location settings page as “NO 
NAME”. This will provide a link to the location edit page and thus make it possible to give the location a 
name after all.    

§ Fixed an issue that made it impossible to zoom in in Chrome on mobile devices. 
§ Fixed an issue in the system notification widget on the Dashboard page that caused the page to load very 

slowly 



§ Fixed an issue where it was impossible to remove the system attention “Device not working: Unstable 
connection” even if the device was currently connected again. 

§ Fixed an issue where the login page shows errors on unsupported devices like e.g., an iPad running iOS12. 
The login page now shows a message “Device not supported” in these cases.  

§ Fixed a rare issue with automatic firmware update of V-Packs. If new firmware was added manually to Velos 
on the main VPU with the option automatic V-Pack update switched on then this firmware was not 
automatically be upgraded on V-Packs that are connected to a secondary VPU. 

§ Fixed an issue with the time set on a VP4102 V-Pack. If the time was modified on the VPU then this new 
time was not sent to the VP4102 units connected to that VPU. 

 

Velos 2022.1 SR1 
This service release does not contain any SowSense, ProSense or PorkSense related issues. 
 

Velos 2022.1 SR2 

ProSense 

§ Improved the clean trough attention. The attention showed up too often. A refill will now start at 300 grams 
instead of 200 grams. This will allow more residue feed in the trough before generating the clean trough 
attention. The attention will now be generated after 50 consecutive refills without an animal present in the 
PPT instead of 30. 

§ Removing a “clean trough” attention did not function correctly on secondary VPUs. This caused the 
attention to re-appear in no-time. This has been fixed. 

§ The new “Download animal CSV data” report resulted in a timeout if a large number of locations was 
selected for the report. Therefore, the maximum number of locations that can be selected for one report is 
now set to 10 just as was already the case for “Download location CSV data”.  

§ Improved the PPT behaviour component. In very rare cases it could stop working without generating a 
system attention. 

 
PorkSense 

§ Improved the PorkTuner behaviour component. In very rare cases it could stop working without generating 
a system attention. 

 
General 

§ Fixed an issue with the clock on the VP8001 that occurred since the first release of Velos 2022.1. After a 
reboot of the VPU the date and time were incorrect. Therefore, users will be requested once to enter the 
correct date and time after upgrading to Velos 2021.1 SR2. 

§ Fixed an issue on the Maintenance > V-packs > Power supply page where the ‘clear min/max’ action did not 
reset the min/max values measured. 

§ Fixed an issue where Velos could incorrectly state that a V-pack address is not unique. 
§ Fixed an issue on the animal search result page in the column selection window where the column names 

would not be displayed. 
§ Added a fix to solve security vulnerabilities. 
§ Firmware upgrade files of the VP4102 and the VP4201 V-packs have been removed from Velos temporarily 

because of issues discovered in upgrading the firmware through UHF. 
 
 
 


